
Dimensions
”3.31. ............................................................................................. htpeD

Width ................................................................................................ 9.8”
Operating Height ........................................................................... 25”
Weight................................................................................................ 49 lbs.

S85 ledoM..................eziS reniatnoC mumixaM       95mm   58M    140mm
Model 89M  120mm 

Electrical
The HS-TT  should be plugged into a 110 volt, 12 amp grounded   
electrical circuit. No compressed air is needed.

Available

Heavy Duty, Stainless Steel Construction
12 Month Warranty on Parts

Versatile
• Interchangeable Pockets and Dies
• Custom Pockets and Dies 
• Choice of Automatic or Manual Seal
• Optional Date Printer
• Adjustable Heat Settings & Dwell Time
• Registered Print Capability

(Standard Photo Eye that comes with the machine
(Tolerances on printed �ilm are up to +/- (0.39”) or 10mm)

• Adding Power Unwind
(Tolerances are 0.,125” (3.175mm) to 0.1875” (4.76mm))

• Gas Flush Option

Fast
• Automatic Feed and Seal Feature
• Display Shows Number of Containers

Sealed in Cycle
• Simple Pocket and Die Change Over
• Seals 10 to 20 Containers Per Minute,

Depending on Tray Size and Material
Safe
• Automatic Shut Off to Prevent Injury
Quality
• Die Cuts Around Container for an Attractive Look 
• Consistent, Leak-Proof Seals

• Low Maintenance
• Film Tensioner Provides a Wrinkle-Free Seal

•
•
• Digital Controls with Microcomputer Program

Automatic Shuttle, Interchangeable Die
Cutting Head Seal Machine

This low cost machine offers a fast and effective
solution for sealing heat sensitive film to containers

for a tamper evident, stay fresh seal.  

HSTT Machines are designed to run in environments at 37°F and above
(If you wish to operate the machine in a colder environment, we advise you buy the “Cold Room” kit) 

 Machinery Table Top Tray Sealers

HS-TT Econo Line


